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If connected with serial port.
1. Input “sudo gedit /etc/udev/rules.d/70-persistent-cd.rules’’

2. Input in popup as below:
#KERNEL==”ttyS0”,GROUP=”tom”,MODE=”666”

INSTALLATION GUIDE
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3. Input “sudo gedit /etc/udev/rules.d/70-persistent-net.rules”

4. Input in popup as below:
#KERNEL==”ttyS0”, GROUP=”tom”, MODE=”666”
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5. Place Linux driver (GP80_CUPS.tar.gz) in ‘’download’’ file. Turn on terminal and input commands as below:

6. Add a new printer.
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7. Select Serial Port #1

8. Select printer from database, choose GAINSCHA.
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9. Select one model.

10. Describe your new printer
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11. The driver has been installed successfully if a test page was printed out.
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If connected with Ethernet port
12. Select ‘’Enter URI’’, input printer IP.

13. Select printer from database, choose GAINSCHA
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14. Choose a model.

15. Describe your printer
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16. The driver has been installed successfully if a test page was printed out.
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If connected with Parallel port
17. Select LPT#1

18. Select printer from database, choose GAINSCHA
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19. Choose a model

20. Describe your printer
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21. The driver has been installed successfully if a test page was printed out.
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22. If connected with USB port

23. Select printer from database, choose GAINSCHA
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24. Choose a model

25. Describe your printer
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26. The driver has been installed successfully if a test page was printed out.




