Printer Driver User Guide

1. How to install the Printer Driver

i POSBO printer.exe
(1)Run the on the disk .Following the steps(see the

pricture) :

i3 Setup - POSB0 printer =L LR

POS80 printer

Welcome to the POS80 printer
Setup Wizard
This will install POS80 printer ¥1.0000 on your computer.

Itis recommended that you dose all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

Next = l| Cancel

(2)Click “Next” (The picture as following).
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POS80 printer

Welcome to install POS80 Printer
Printer

i3 Setup - POSE0 printer = |

POS80 printer

Select Destination Location
Where should POS80 printer be installed?

Setup will install POS80 printer into the following folder.

To continue, dick Mext. If you would like to select a different folder, dick Browse.

Browse...

At least 10.1 MB of free disk space is required.

< Back H Mext = ]| Cancel

(3) click “Install” (The picture as bellow).
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POS80 printer

Ready to Install
Setup is now ready to begin instaling POS&0 printer on your computer.

Click Install to continue with the installation, or dick Back if you want to review or
change any settings.

Destination location:
C:\POSBOPTinter

< Back ” Install

(4)Click “Install” (see the following picture).

i8 Setup - POSS0 printer o= | Bl S

POS80 printer

Installing
Flease wait while Setup installs POSE0 printer on your computer.

Finishing installation...

— —_
POSE0 Print Setup

Language

English v Set Default Printer

Select Port Type
& COM = TCPAP ~ USB

Port Setting TCPAP Setting

Port COm1: - setting... | 1270

Install Cancel




(5)Click “Finish” , and the printer driver is installed on your computer.

i5) Setup - POS80 printer W FEE =
POS80 printer

Completing the POS80 printer
Setup Wizard

Setup has finished installing POS80 printer on your computer.

Click Finish to exit Setup.

2. How to test the communication port with Printer

Driver

(1)After installed Printer driver, follow the steps.
1. “Start®=» “Settings” — “printers and faxes” —»  “P0S80

Printer” —»  “Properties” (see the following picture).




@ POSS0 Printer E#E e

# (#2 (w0 (58 [FezE|=s [EEEE [ |

| lI."
% POS20 Printer

ia=((NE

FEREIC):

BE0) POSE0 Printer

INEE
b R Bl):En
WE:E POSE0 Printer BO(72.1)%207 1 =
=
EE: 8 ppm
BEAGEER 203 dpi »

| EIETH(E)... || FIENMGETA(T) |

[ e [ EB& || AW |




R — i
i POSS0 Printer Bt S

Em (#2 W0 |55 |fesE | we [BEEE | o |

.‘.-'

m POSE0 Printer

FINENFFIEL. SETHNRE—MEERIR e AEL(P).

& fEr FIEDH ;
COM2: SHiziel
COMg: SiziEl H

COM3: &S0
COMS: &0
COM4: S0

POS80 Printer

COME: &Simsl

=1 mmnacs. oL |

ENREOI)... || Bes=0D) || E=a(0)..
EEWEEEE) "
] R TE BN
[ e [ B& || EERw |

(2) Choose the corresponding serial port.
For example “coml:Serial Port” , then click “Configure Port” , to setup the
serial port,Bits per second must be the same with the baud rate of the
printer.Click “OK” and finish the setting of the serial communication
port (see the following picture).
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(3)Click “Print Test Page” .If the printer can print test page
normally, and please confirmed the printer and computer are properly set
it shows this communication port is working.
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3. Test with USB communication port for the print test

page

1. Choose “USB-:+Virual printer port ” ,then click “Apply” (see the
following picture).
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2.Click“Print Test Page”. If the printer can print test page normally, and
please confirmed the printer and computer are properly set it shows this
communication port is working.



4. Test with Ethernet/LAN communication port for the

print test page

(1). Click the “Add Port+:+” in the printer attribute (see the following
piture).
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(2) Then choose “New Port” (see the following piture).
E=htmE TCR/IP FTEMELOES - - -

ﬁ q FAREE AT ndRdE TCP/IP FTEPHLIG QM S
p———

EESEEERENP ST TR R0,
gl BRTE

1. =ECH.
2. MEEEEFCEET.

g2x T8 88,

CE—sm|[F—8m > [ B

(3)Click “Next” (see the following piture)
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(4)Enter “192.168.1.87” in “Pinter Name or IP Address” . (This address
is our factory default IP address). After Click “Next” (see the following

piture).
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(5)Click “Finish” ,TCP/IP standard printing communication port is
added completely.
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(6)Click “IP- Standard TCP/IP Port” ,and click “Apply” .Next click
“General” , then click “Print Test Page” . If the printer can print test
page normally, and please confirmed the printer and computer are properly
set it shows this communication port is working.
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